40" (MIN.) J

DAYLIGHTING

MINI' SPEED BUMP
(SEE DETAIL AXXX)

o) -
.

RAFFIC SEPARATOR CURBS SPACE

A
10" 0.C. BETWEEN CROSSWALK AND
ST PARKING STALL.

17 (MIN.) OFFSET SWLL.
111’ (3 MIN.) BUFFER
6" (5° MIN.) BIKE LANE

A

9’ (3:1 SLOPE MIN.)

)

20" (MIN.)
STALL LENGTH \

10" (MIN.) J

TRAVEL LANE

TRAFFIC SEPARATOR

CURBS TO BE PLACED 20’
0.C ALIGNED WITH BACK
OF ACCESSIBLE SPACE.

(SEE DETAIL A720)

— 8” SOLID WHITE
CHANNELIZING LINE (SWCHL)  [{T—238L
20" 0.C. @ 45, TYP. =
<= &l 4r

AT ACCESSIBLE SPACE
8 (MIN.) PARKING
5" (MIN.) BUFFER

— 4’ (MIN.) BIKE LANE

8" (7.5 MIN FROM FACE OF
— CURB TO INSIDE EDGE OF
TRAFFIC SEPARATOR CURB)

— FACE OF CURB

- &l o4

{=
—6” SOLID WHITE
LANE LINE (SWLL)

NOTES:

1. T STRIPING SHOULD BE USED IF
SPACES ARE METERED (SEE DETAIL
A706), OTHERWISE SWLL SHOULD BE
USED (SEE DETAIL A705).

2. DESIGN PLANS SHOULD BE CONSULTED
FOR VARIATIONS

A |

NEAR-SIDE ACCESSIBLE SPACE

Allasal,

BOSTON
TRANSPORTATION
DEPARTMENT

WITH PROTECTED BIKE LANE
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